

























characteristics range values for equipment design 


Note Min. Max. 

Filament Current. 1 1.15 1.35 amp 

Plate-Filament Capacitance - 2.14 2.26 /^xf 


Note: With 1.6 volts dc on filament. 

OPERATING NOTES 

When the filament is supplied from an rf power source 
which is at a high dc potential above ground, adjust¬ 
ment of the filament voltage by direct measurement is 
usually impractical. However, a simple method utiliz¬ 
ing visual comparison of filament temperatures can be 
used for adjustment of fiI ament power. The color temp¬ 
erature of the filament operating from an rf power 
source may be checked visually by observing inadark- 
ened room the reflection of the incandescent filament 
upon the surfaceofthe internal shield. A visual com¬ 
parison of this color temperature with that obtained 
when the filament of another 5825 is operated from a 
dc or Iow-frequency ac supply of 1.6 volts, provides 
a convenient means for adjusting the amount of rf ex¬ 
citation to produce 1.6 volts (rms) at the filament 
te rminaIs. 

The filament must never under any condition of opera¬ 
tion be allowed to reach a temperature higher than 
that caused by operating the filament on dc or I ow- 
frequency ac at a voltage of 1.68 volts. Operation at 
higher temperatures will cause impaired performance 
of the tube. During circuit adjustment, however, it 
is permissible to allow the filament voltage to rise 
to 2 volts for the brief interval required to make 
the adjustment. 

Soft x-rays are produced when the 5825 is operated at 
a plate voItage above approximateIy 20000 volts. These 
rays can constitute a health hazard unless the tube 
is adequately shielded. Relatively simple shielding 
should prove adequate, but the need for this precau¬ 
tion should be considered in equipment design. 
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